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WUNDERLICH DURABESTOS 
Asbestos-Cement Building Sheeting 
A SHEET O F W U N D E R L I C H DUftASESTOS. M E A S U R I N G 
6 PEET BY 4 FEET, 6 E I N 0 P L A C E D IN P O S I T I O N . 
W u n d e r l i c h O u f d b e $ t c s is i h e m o s t c o n v e n i e n t , e c o n o m i c a l ^ a n d o f f e c t l v o b u i l d i n g s H e e t i n g 
a v a i l a b l e t O ' d a y ^or l i n i n g the oxtor ior walls< g a b l o s a n d inter ior wal ls , c a l l i n g s a n d p a r t i t i o n s of 
^l i t i r n b e r ' f r a m e d b u i l d i n g s . 
It is m a d e in b r o a d , r i g i d shoots in s t o c k s izes r a n g i n g f r o m l e n g t h s o f 3 ' t o 12' by widths o f 
4', 3' , 2' a n d I ' 6 " . I t c a n be h a n d l e d , c u t a n d f i xed e v e n more c juickly t h a n t i m b e r l i n i n g s . 
In a d d i t i o n , D u r a b e s t o s is t o u g h a n d w e a t h e r - r e s i s t i n g . It is o f a p l e a s i n g g r e y - w h i t e t h a t 
d o e s not r e q u i r e p a i n t i n g unless c o l o u r f u l t r e a t m e n t is d e s i r e d . 
W U N D E R L I C H D u r a b e s t o s P r o d u c t s a r e o b t a i n a b l e f r o m l e a d i n g s t o r e k e e p e r s , b u i l d e r s ' sup* 
p l i e r s a n d t i m b e r m e r c h a n t s t H r o u g h o u t A u s t r a l i a . 
W U N D E R L I C H DURABESTOS BUILDING SHEETS 
WUNDERLICH DURABESTOS 
Minimises Labour - Reduces Cost - Builds Better Sturdier 
HOMES 
To the many home-lovers who are desirous o i 
owning an inexpensive yet attractive home, this 
booklet will prove of great interest and assist-
ance. Its object is to portray the f reedom with 
which Wunderl ich Durabestos (Asbestos-Cement) 
Products can be used when designing economical 
and inviting timber-framed structures, and to 
illustrate the modern effects obtainable when 
the sheets and cover battens are applied 
H O R I Z O N T A L L Y . 
W U N D E R L I C H D U R A B E S T O S f lat Building 
Sheeting Is the most economical, convenient and 
effective material available to-day for lining the 
exterior walls and gables and the interior walls, 
partitions and ceilings of timber-framed build-
ings. It has been successfully applied to thou-
sands of houses and buildings in both suburban 
areas and country districts in Australia, and the 
adjacent islands. M a n y of these homes have 
been financed by easy term Government l o a n s — 
for Durabestos construction is accepted by the 
authorities who make the grants available. 
W U N D E R L I C H D U R A B E S T O S is Australian 
made and has for its constituents two pre-
eminently Indestructible materials — A S B E S T O S 
FIBRE and P O R T L A N D C E M E N T . During manu-
facture the cement-coated asbestos fibres are 
interlaced and built up in laminations Into a dense 
sheet of the requisite thickness. The resultant 
product possesses outstanding characteristics, for 
It Is weather, white-ant and vermin-proof. Is fire-
reslstlng and thoroughly durable. In addition, 
Wunderl ich Durabestos Sheeting is easily 
handled, sawn, nailed and fixed, thus reducing 
labour costs of application to a minimum. The 
smooth surface finish is of a pleasing grey-white 
colour; painting Is, therefore, unnecessary and 
upkeep costs of a Durabestos structure are prac-
tically eliminated. However, Durabestos may be 
painted, if desired, special instructions being 
given on page 19. 
Homebuilders who have In mind utmost attrac-
tiveness and permanence, combined with moder-
ate cost, should specify Wunderl ich Durabestos, 
for it Is the building sheeting that will enable 
them, most effectively, to carry out their scheme. 
The designs furnished in this booklet are Intended 
as a guide to all; before they are adopted a local 
architect should be consulted, for by amending 
them to suit individual requirements and the 
orientation of the building, money will be saved 
and inconvenience obviated. 
W U N D E R L I C H L IM ITED cannot undertake the 
preparation of plans and specifications or the 
construction of Durabestos homes. This should be 
entrusted to a recognised architect and a cap-
able builder. 
WUNDERLICH LIMITED 
MANUFACTURERS OF BUILDING MATERIALS OF QUALITY 
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W U N D E R L I C H DUftABESTOS H O M E DES IGN, 
No. 201. 
W U N 0 E 8 L I C H DURABESTOS H O M E DES IGN. 
No. 202. 
# 
W U N O E R k l C H DURABESTOS H O M E DES IGN, 
No. 203, 
W U N D E R L I C H DURABESTOS B U I L D I N G SHEETS 
W U N D E R L I C H D U R A B E S T O S HOME DES IGN No. 217 
R O O F E D W I T H W U N D E R L I C H TERRA C O T T A TILES. 
The Wunderl ich Durabes+os Homes Illustrated 
have been carefully planned to suit Australian 
conditions; the logical arrangement of living spaces 
ensures maximunrt comfort and convenience. When 
built of Durabestos Asbestos-Cement Products 
they are of sound construction, attractive yet 
economical in initial cost. A roof of colourful 
Wunderlich Terra Co t ta Tiles and Fireplaces of 
Colortex Brickettes add to their attractiveness. 
Before a r rang ing "fo buiM any of fhese homes have an A r c h i t e c t p repare 
c o m p l e t e plans and spec i f i ca t ions—then e n g a g e a competent Bu i lder . 
TAKE A D V A N T A G E OF A GOVERNMENT L O A N TO BUILD A DURABESTOS HOK<E 
WUNDERLICH DURABESTOS BUILDING SHEETS 
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WUNDERL ICH DURABESTOS HOME DESIGN. 
No. 20S. 
# 
WUNDERL ICH DURABESTOS HOME OESISN, 
No. 20i. 
# 
# 
WUNDERL ICH OURABESTOS HOME OES ISN . 
No- 207. 
WUNDERLICH DURABESTOS BUILDING SHEETS 
W U N D E R L I C H D U R A B E S T O S H O M E D E S I G N No. 2 0 8 
ROOFED WITH WUNDERLICH TERRA COTTA TILES 
In no other medium can the attractive horizontal 
effects, now popular In modern domestic architectural 
design, be obtained as cheaply and as effectively as with 
Wunderl ich Durabestos, the fire-resisting, weather and 
vermin-proof and durable building sheeting. In addition, 
if a colourful treatment Is preferred, Durabestos can be 
easily and economically painted. Refer to pages 18 and 
19 for instructions relative to the horizontal applica-
tion of Durabestos. also for painting specifications. 
Befo re a r r a n g e n g f o bu i l d a n y o f ' these h o m e s h a v e a n A r c h i f e c f p r e p a r e 
c o m p l e t e p ' a n s a n d s p e c i f i c a t i o n s — t h e n e n g a g e a c o m p e t e n t Bu i l de r . 
TAKE A D V A N T A G E OF A G O V E R N M E N T L O A N TO BU ILD A D U R A B E S T O S H O M E 
WUNDERLICH DURABESTOS BUILDING SHEETS 
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W U N O E K L I C H DURABESTOS H O M E D E S I S N , 
No. 2 « . 
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W U N D E R L I C H DURABESTOS H O M E DES IGN, 
No. 210. 
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W U N D E R L I C H DURABESTOS H O M E DES I SN . 
No. 2!l. 
WUNDERLICH DURABESTOS BUILDING SHEETS 
W U N D E R L I C H D U R A B E S T O S H O M E D E S I G N No. 2 1 2 
ROOFED WITH WUNDERLICH TERRA COTTA TILES 
# 
Wunderlich Durabestos Sheets are manufactured 
in a large range of handy stock sizes. They are 
comparatively light in weight and inexpensive to 
transport by rail or steamer; thus, even In remote 
country districts, they are available at only a small 
advance on city prices. Recognising their fire-
reslstlng qualities, Insurance companies offer low 
rates when insuring against fire risks houses sheathed 
with Durabestos Asbestos-Cement Products. 
Before arranging fo build any of •heie homes have an ArchHec^ prepare 
complete plans and specifications—then engage a competent BuiMer. 
TAKE A D V A N T A G E OF A GOVERNMENT L O A N TO BUILD A DURABESTOS HOME 
WUNDERLICH DURABESTOS BUILDING SHEETS 
W U N D E R L I C H DUKABESTOS H O M E DESIGN, 
No, 216, 
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W U N D E R L I C H DUKABESTOS H O M E DESIGN, 
No. 219. 
W U N D E R L I C H DURABESTOS H O M E DESIGN 
No. 215, 
W U N D E R L I C H DURABESTOS BUILDING SHEETS 
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W U N D E R L I C H D U R A B E S T O S HOME DES IGN No. 216 
ROOFED WITH WUNDERLICH DEEP CORRUGATED DURABESTOS 
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Apar t from I+s use in new construction, Wunderl ich 
Fiat Durabestos Sheeting is the most adaptable 
material for making alterations and adding rooms to 
existing buildings and for purposes such as enclosing 
verandahs. Furthermore, this durable Asbestos-
Cement sheeting Is Impervious to the disintegrating 
effects of salt-laden air, and is therefore recommended 
for building seaside homes. For roofing this type of 
home use Deep Corrugated Durabestos Sheets. 
Before drrdngirg fo butfd any of fhe&e homos have an Architect propane 
compiota plans and specifrcations—then ongage a competent Builder. 
TAKE A D V A N T A G E OF A G O V E R N M E N T L O A N TO BUILD A DURABESTOS H O M E 
WUNDERLICH DURABESTOS BUILDING SHEETS 
WUNDERLICH DURABESTOS 
I N T E R I O R W A L L S A N D C E I L I N G S 
THE USE OF WUNDERLICH DURABESTOS FLAT SHEETS. COVER 
MOULDINGS, A N G L E MOULDINGS, PICTURE RAIL AND SKIRT-
ING MAKES POSSIBLE A N UNLIMITED VARIETY IN THE TREAT-
MENT OF INTERIOR WALLS AND CEILINGS. 
L O U N G E R O O M ( i n U r i o r ) showing fh« appl icA-
4ion of Dur«b«stos Sheets and Accessor ies to well i 
and ce i l ing. 
I t 
D I N I N G R O O M (interior) showing the ut« of 
Durabestos Sheets and Accessor ies to WAMS an 
ce i l ing. 
?T 
B E D R O O M (Interior) featuring Durebettos Sheets 
and Accessor ies to walls and cei l ing. 
B A T H R O O M (intef ior) l ined with Durati le W e l l 
' ^ ^ Sheet ing and Durabestos Plat Sheets, 
L O U N G E R O O M (inter ior) with walls and ce i l ings 
l ined with Durabestos Sheets. 
K I T C H E N (interior) l ined with Durati le W a l l Ti le 
Sheet ing and Durabeitos Flat Sheets. 
WUNDERLICH DURABESTOS BUILDING SHEETS WUNDERLICH DURABESTOS BUILDING SHEETS 
1 2 1 3 
Besides its widespread a d o p i i o n for ex-
terior walls, interior walls and ceilings, 
every home or building provides scope 
•for the economical use of W u n d e r l i c h 
Durabestos Flat Sheets and accessories, 
as awning ceilings, gable fillings, eaves 
linings, verandah enclosures, pier casing, 
balcony panels and balusirading. 
S T O R E P R E M I S E S . D u r a b e s t o s f lat > h < « l i a n d a c c e s -
l o r i a s can b « used fo a t t a i n m o d e r n a r c t i l t e c t u r a l 
•ffeeti i n fhe d e s i g n of store b u i l d i n g s . S h o p f r o n t 
s u r r o u n d s a r e of OuratJIe wari*ti l« s h a e t l n g . 
A D U f t A S E S T O S A W N I N G C E I L I N G . Durdb*stot 
C e v ^ r M o u l d i r t ^ i dre d p p l i « d ov«r th« fotntj of th« 
D u r a b e i t o s $ h « « U . 
€ 
T H E A T R S , showing the m o d e r n e f f e c U o b t a i n s b l « 
wh«n Ourab«&tos she«tt a n d used in 
the external w a l l f r ^ a t m e n t . 
WUNDERLICH DURABESTOS BUILDING SHEETS 
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W U N D E R L I C H D U R A B E S T O S 
G A R A G E S 
• 
Wunderiich Durabestos will not burn—H mini-
mises the fire risk and is eminently suitable for 
structures of the garage type. 
The interior and exterior walls of both of the 
garages illustrated are lined with Wunderiich 
Durabestos. Durabestos C o v e r Battens and 
Angles have been applied over the joints of the 
sheets. 
The garage illustrated in the design on the left is 
roofed with Wunderiich Deep Corrugated Dura-
bestos Sheets, whilst that on the right features 
Wunderiich Terra Cotta Marseilles Pattern Tiles. 
The working drawing shown ts applicable to both 
designs. 
Either horizontal or vertical fixing of the sheets 
can be adopted, but In both cases it is advisable 
to space the studs at 1' 6" or 2' centres to suit 
stock sized sheets and so obviate the waste the 
cutting of sheets involves. 
WUNDERLICH DURABESTOS BUILDING SHEETS 
# 
A D U R A B E S I O S POULTRY H O U S E . 
A DURABESTOS D A I R Y — S E N D FOR F R E E P L A N . 
W U N D E R L I C H D U R A B E S T O S # 
F O R F A R M BUILDINGS , P O U L T R Y H O U S E S , 
DAIRIES . 
Wunderl ich Durabestos Is a logical choice •for 
constructing all types of farm buildings. Its 
fire-resisting and vermin-proof qualities make 
it an indispensable lining to the exterior walls 
of barns, wool sheds, feed houses, packing 
sheds, shearers' huts, etc . Poultry farmers find 
that it Is Ideal for building better class incu-
bator and brooder houses, for the sheets 
possess definite insulating value. It Is advisable 
to line both the interior as well as the exterior 
walls of these buildings with Durabestos. Be-
cause of its sanitary qualities it is preferred for 
erecting laying sheds. Intensive houses, etc . , 
for the sheets can be washed down with a hose 
each day without deterioration. This latter 
attribute Is of particular Interest to dairy 
farmers whose milking sheds and separator 
houses must always be kept clean and f ree 
from vermin. 
Durabestos Farm Buildings are Inexpensive to 
construct; they do not require painting or main-
tenance, and will withstand all . climatic con-
ditions. The use of No. 2 (nominal tV") Sheet-
ing is advocated for all farm building walls. 
WUNDERLICH DURABESTOS BUILDING SHEETS 
WUNDERLICH DURABESTOS Flat Sheets and Accessories 
STOCK SIZES, THICKNESSES, WEIGHTS AND CODE WORDS. 
WUNDERL iCH DURABESTOS ACCESSORIES . 
Wunderl ich Durabestos Cove r Mould, Angles, Skirtings, 
Veniila+ors, etc., are made from Asbestos Fibre and Port-
land Cement. They provide a weather, vermin and dust-
proot, as well as a fire-resisfing, method of covering the 
joints of Durabestos Sheeting. They ensure simplicity of 
fixing and low maintenance costs, for, unlike timber 
battens, they cannot warp, curl, twist, rot or otherwise 
deteriorate. The edges ot the Cover Mou ld and Angles 
are rounded, and the Skirting is bevelled, thus preventing 
the accumulation of dust on the top members of the 
accessories. See Sections on page 19. 
Durabestos accessories are made in the following stock 
sizes and lengths :— 
STOCK SIZES OF DURABESTOS ACCESSOR IES : 
WUNDERL ICH DURABESTOS FLAT SHEETS. 
Wunderl ich Durabestos Flat Sheets are made from 
Asbestos Fibre and Portland Cement in a wide variety of 
convenient waste-saving sheets and several thicknesses. 
Two standard thicknesses are in daily use, v i z . :— 
^ t h s of on inch—Termed No. 2 
^ n d s of an inch—Termed No. 1 
No. 2 IS R E C O M M E N D E D F O R E X T E R I O R W A L L S 
A N D S A B L E S , W H I L S T No. 1 IS G E N E R A L L Y U S E D 
F O R C E I L I N G S , P A R T I T I O N S A N D I N T E R I O R W A L L S . 
N O T E : O n a c coun i of an unavo ld^b ia buf s l i ^ M variat ion dur ing 
the process of manufacture, these thicknesses are referred 
to es '^nominal" or " app rox imate . " 
The Stock Sizes Irr each "nominar ' thickness are as tollows: 
4 ' wide by A, 5, 6, 7, 8, 9 and 10' long. 
3 M M It II ir It M 
2; __ 
1 6 ,, M It >1 II II II 
For special purposes, No. 2 thickness is also made in 
sheets 3' and 4" wide by 11' and 12' long. 
CURVED SHEETS. 
D U R A B E S T O S F L A T S H E E T S are available to order only, 
curved to the following rad i i :— 
E X T E R I O R USE : I 'O " , I ' 6 " , 2 ' 0 " , 3 ' 0 " and 4 ' 0 " (Quadrant) 
I N T E R I O R USE: 0 ' 8 " , l ' 2 " , l ' 8 " . 2 ' 8 " and 3 ' 8 " (Quadrant) 
W h e n plac ing an order menl ion whether fhe C u r v e d Sheefs «re re-
qu i red for f i l ing to E x t e r i o r or I n t e r i o r walls, and also g ive par-
ticulars of the straight port ion requi red b e y o n d the quadran t or 
curve. If requ i red stra ight on both sides of the curve, the straight 
port ion on one s ide is l imited to 12" in length, It is always adv i sab le 
to send e d imens ioned sketch of the C u r v e d Sheet with the order. 
THICK SHEETS. 
Circumstances, at times, render it desirable to employ 
Durabestos of greater thickness than standard sheets,-so 
several special thicknesses are made, v i z . :— 
r . i " i i " . 
A s these thick sheets are used frequently for partitions, 
they are manufactured with both faces smooth. The i " 
thickness is available from stock at short notice, whilst 
the other thicknesses are supplied in all stock sizes to 
order. 
WEIGHTS: The approximate weights of the various sheets 
are shown be l ow:— 
CODE WORDS : C o d e words for telegraphing are also 
shown below. Besides giving the code word, mention must 
be made of the quantity required in each size. 
A . — C O V E R M O U L D (Rounded Edges): 
1 I II V s " » -1." ? I " V 5_II 
i j X I f f ' X tV * tV 
B I N T E R N A L A N G L E (Rounded Edges): 
2 " X 2 " X 
C . — E X T E R N A L A N G L E S (Rounded Edges): 
- • • • x l f ' x ^ " 2 " x 2 " x A " . 
3 " X 
I f 
2 f ' x 2 i " x , V ' 3 " x 3 " x A " 
D . — P I C T U R E RA I L : 2 f ' x 
E — T O P C A P P I N G M O U L D : 3 " x 
F . — S K I R T I N G (Bevelled Edge : 6 " x f 
G . — G A L V A N I S E D W E A T H E R STRIP 
H . — H O R I Z O N T A L C O V E R M O U L D : 4 " x W " 
Type ( H . I ) for D U R A B E S T O S ; Type ( H . 2 ) for 
V / E A T H E R B O A R D and D U R A B E S T O S . 
K . _ C 0 R N 1 C E : 3 " X 3 " x 
L — H O R I Z O N T A L C O V E R M O U L D : 2 " x A " 
M . — H O R I Z O N T A L C O V E R M O U L D : 2 " x A " 
Type ( M . I ) for D U R A B E S T O S , and Type ( M . 2 ) 
for D U R A B E S T O S and W E A T H E R B O A R D . 
O D U R A B E S T O S A R C H I T R A V E M O U L D : 2 f ' x 
D U R A B E S T O S (Asbestos-Cement) W A L L V E N -
T I L A T O R S , Face only and Louvre, available for 
Interior and Exterior use. Suitable for 9 " x &" 
openings. 
STOCK LENGTHS: 
D U R A B E S T O S C O V E R M O U L D S ( A L L T Y P E S ) , A N O L E S , 
C A P P I N G M O U L D S A N D P I C T U R E R A I L S are m a d e in 
lengths of 4, 5. 6, 7. 8, 9 and 10 feet. 
D U R A B E S T O S S K I R T I N G U m a d e >n lengths of 6 feet end 
6 feet. 
G A L V A N I S E D W E A T H E R S T R I P is made in 6 feet lengths 
only. 
C U R V E D M O U L D I N G S : M a d e to order only. 
No. 2 SHEETS (A inch) No. 1 SHEETS Inch) 
CODE 
WORD 
STOCK 
WIDTH 
STOCK 
LENSTH 
WEIGHT 
PER SHEET 
CODE 
WORD 
STOCK 
WIDTH 
STOCK 
LENSTH 
WEI6HT 
PER SHEET 
Durabac 
Durabed 
Ourabif 
Duraboq 
Durabuk 
Durabyn 
Ouracad 
Ouraclg 
Dura CO 
Duraeu 
Duracym 
Duradal 
Duradeg 
Duradij 
4ft. wide 
3ft. wide 
10 feel 
B „ 
7 „ 
i „ 
5 „ 
8 ., 
« .. 
5 ., 
4 ,. 
7} lbs. „ 
5® .. 
51 
44 ,. 
« „ 
M „ 
4? ., 
44 ., 
38 ,. 
33 ,. 
2? ,. " „ 
Dura [us 
Durakal 
Duradok 
Duradum 
Duradyp 
Durafag 
Durafej 
Dura ken 
Durabip 
Durafoi 
Durafun 
Dura 9a h 
Duragek 
Duragil 
4ft. wide 
3ft. wide 
10 feat ' „ 
8 ,. 
' .. 
4 ,. 
5 
4 ,. 
10 „ ' „ 
8 „ 
y .. * „ 
5 .. 
4 ., 
tt lbs. 
S' „ 
50 .. 
44 „ 
38 ,. 
31 „ 
25 „ 
47 „ 
42 ., 
38 „ 
33 ,. 
28 .. 
24 „ " „ 
W U N D E R L I C H DURABESTOS BUILDING SHEETS 
OURA8ESTOS IS FIXED TO STUDS WITH SPECIAI. BLUNI-POINT 
GALVAN I S ED NAILS. 
THE METHOD OF FIXING DURABESTOS SHEETS AND ACCESSORIES 
HORIZONTAL and VERTICAL Application. 
D U R A B E S T O S Is easily applied to timber-'ffamed construction 
by a carpenter using the usual carpenter 's tools. 
SPACING OP STUDS TO SUIT DURABESTOS. 
W h e n planning a home, reference should be made to the 
list of si ies shown on page 17 of this booklet, as utmost 
economy will result If the timber framing to walls, ceilings, 
partitions, etc., Is des igned to suit stock-sized sheets. Stock-
sized sheets are 4 ', 3', 2 ' and I V wide, so studs or joists 
should be spaced at either 2 ' or I V centres. To ensure a 
flat surface, timber studs should be of even depth. 
SUPPORT BEHIND JOINTS. 
There must be support behind all joints. W h e n fixing horizon-
tally it is necessary to let in timber cross (or nogg ing) 
pieces between the studs where the joints occur. 
CUTTING. 
The variety of handy sized sheets available obviates to a 
great extent the necessity of cutting. However, where cut-
ting is necessary, Durabestos, despite 'its toughness and 
rigidity, can be sawn like timber. For this purpose use an 
old hand saw. 
NAILING. 
Nail Durabestos with special blunt-point nails, driven at 
approximately 12" intervals at least | of an inch from the 
edge of the sheet. These special nails are available 1^", I " 
and long by 14-gauge in galvanised steel; approximately 
^•Ib. is required to fix every 100 square feet of Durabestos 
Sheeting. 
JOINTING. 
Durabestos Sheets are not l a pped—the edges are simply 
butted closely one against the other. Ove r this butt joint, 
screw or nail a Durabestos Cove r Ivlould of the required 
width. A t internal and external angles secure a Durabestos 
Internal or External A n g l e K^ould. 
HORIZONTAL JOINTS. 
W h e n Durabestos C o v e r M o u l d s Type A , L or M are used, 
then it is necessary to weatherproot the horizontal joint by 
the use of the galvanised weather strip G . This weather 
strip extends f rom the back and under the upper Durabestos 
Sheet, and laps down over the lower sheet. W h e r e the Special 
Durabestos Horizontal C o v e r or weatherboard M o u l d H is 
employed, the galvanised weather strip G is unnecessary, 
for -this moulding is des igned for the dual purpose of 
covering and weatherproof ing the joint, the flat member fit-
t ing under the upper sheet and the moulded member lapp ing 
over the lower sheet or weatherboarding. It is necessary when 
fixing H type to check out the t imber studding to accom* 
modate the flat member of the mould. W h e r e this horizontal 
cover mould intersects at external corners, it is usual to clean 
mitre it. Screws (of brass preferably] are recommended for 
I A R 6 E STOCK SIZES S IMPLIFY THE ERECTION O F DURABESTOS 
TO WALLS . 
# 
SPACE C E I L I N © JOISTS A N D WALL STUDS TO SUIT STOCK 
SIZED DURABESTOS SHEET, 
WUNDERLICH DURABESTOS BUILDING SHEETS 
H O W T O FIX DURABESTOS—Continued. 
fixing the Horizontal Cover and Weatherboard Moulds. See 
details below. 
W h e n it is desired to add to the effect of horiiontality, as 
illustrated in many of the designs of homes, apply Durabestos 
C o v e r Moulds at intervals between those covering the joints 
of the sheets. Ample fixing can be obtained by securing 
these intermediate moulds at each timber stud. Finish around 
Door and Window openings with Architrave Mould O . 
METHODS OF APPLYING COVER MOULDS DESCRIBED ABOVE. 
H O W T O P A I N T D U R A B E S T O S 
Durabestos possesses a smooth, even, grey-white surface 
which does not require further decoration. However, where 
colourful treatment is needed, this can be carried out eco-
nomically by adhering to the following instructions: 
COLD WATER PAINTS. 
C o l d water paints can be applied direct in the same manner 
as when painting ordinary cement surfaces. The surface 
must be thoroughly dry before applying the decorative 
medium. It is essential tnat only the best materials be used. 
OIL PAINTS, ENAMELS. LACQUERS, E«e. 
The decoration of Asbestos Cement with oil paints, etc., 
presents no more difficulties than are encountered with any 
comparatively new cement surface. Most well-known paint 
manufacturers have overcome these difficulties by produc-
ing a cement sealing compound which, when applied to the 
surface of the sheets according to directions, will prevent 
the action of any free alkali that may be present. It 1$ neces-
sary to apply this sealer as a priming coat before following 
on In the usual way with the paint medium. It is again essen-
tial that only the best of materials are used and that the 
surface of the sheet is thoroughly dry before operations are 
commenced. 
Where clients desire to obtain further information relative 
to painting, the names of leading paint manufacturers will be 
furnished on request. 
n o t e . Pending use it is advisable to stack Durabestos 
sheets flat on a level base and under cover. 
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THE ABOVE DKAWINS ILLUSTRATES THE USE OF DURASESTOS COVER 
MOULDINGS AND OTHER ACCESSORIES, 
WUNDERLICH DURABESTOS BUILDINC SHEETS 
W U N D E R L I C H D U R A T I L E W A L L TILE SHEETING 
For Lining the Interior Walls of Bathrooms, Kitchens, etc. 
Wunderl ich Durable is an Asbestos-Cement Sheeting pat-
terned to represent 4 " x 4 " Ceramic Wa l l Tiles. It fulfils 
fhe demand tor Inexpensive tile-like walls, for it has all the 
attractions of Ceramic Wal l Tiles and can be painted or 
enamelled to suit any decorative scheme. 
Ouratile Sheets and accessories are available In the follow-
ing s izes:— 
D U R A T I L E SHEETS ( tV " thick approx.): 
3' and 4 ' wide by 4, 5, 6, 7 and 8" long. 
D U R A T I L E {Asbestos Cement) C O V E R M O U L D S : 
2", 2 i " and 3 " wide x thick. 
I N T E R N A L A N D E X T E R N A L A N G L E M O U L D S : 
2 " X 2 " , 2{" X 2{". 3 " X 3 " — a l l thick. 
T O P - C A P P I N G M O U L D : 3 " x 
All in lengths of 4. 5, 6, 7, 8. 9 and 10'. 
D U R A T I L E S K I R T I N G : 
6 " X y with bevelled edges. In lengths of 6' and 8 ' . 
M E T A L (Unpolished Brass or Polished Staybrite Steel): 
J O I N T STRIP No . 1686. E X T E R N A L A N G L E No . 
1687, I N T E R N A L A N G L E No. 1688, in lengths of 
4. 5. 6. 7, 8. 9 and 10". 
F I X I N G . 
Duratlle is readily installed. It is furnished in waste-saving 
sizes to suit the dimensions of every wall. Should irregular 
or odd sizes be required, the sheets can be sawn, or 
severed along the score marks by holding firmly on a 
flat bench with the surplus projecting; steady arm pres-
sure along this surplus will fracture the sheet. 
Duratlle is nailed or secured with nickel-plated counter-
sunk round head screws direct to wall studs or timber 
frame work. Concrete brick or stone walls should first be 
plugged and battened. Space the battens to suit the 
sizes of the sheets. A batten must always be placed be-
hind the joint of two sheets and running in the direction 
of the joint. A t internal and external angles secure a 
batten vertically at each side of the angle. It Is important 
that they be fixed true and level. 
D U R A T I L E may be f i xed:— 
I. Using metal joint, internal and external angle 
strips. 
Using Duratile (Asbestos Cement) Cover Moulds 
and internal and external angle pieces, etc. 
W i th butt joints. 
Always commence fixing from the corner of a room, being 
careful that the first sheet Is fixed plumb. If metal joints, 
strips, etc., are used, as in Method (I), fix internal angles 
No . 1688 of the desired length to Internal corners by nail-
ing through both flanges on to the timber backing. If 
the room Is over 8 ' long and two or more sheets of D U R A -
TILE are necessary to cover the area, where the sheets 
meet vertically, fix a metal joint strip No. 1686 by nailing 
through both flanges. Then slide the sheet into position. 
Cover horizontal joints (if any) with Metal Joint Strip No . 
1686 nailed through the top flange only. 
For finishing at external corners a Metal External Ang le 
No . 1687 Is provided; this Is secured by nailing through 
both flanges prior to sliding the sheets into position. 
2. 
3. 
W U N D E R L I C H D U R A T I L E W A L L TILE SHEETING 
WUNDERLICH DURATILE WALL TILE SHEETINe—Continued. 
f D U R A T I L E Asbestos Cement] Cover Mou lds are used 
Method 2 , then the sheets are nailed to the timber-
Tame work and Cover Moulds, Internal and External 
Ang le Pieces of the selected width and length are secured 
over the joints and to the respective corners. Secure at 
18" Centres with nickel-plated screws. 
In method (3) (Butt Joints), where sheets meet at right 
(internal) angles, the edge of one sheet is butted against 
the face of the other. Flush wall joints are made by butting 
the edges of the sheets. If an external angle occurs it is 
advisable to finish with an external angle mould. Stop 
all flush joints with white lead. 
F I N I S H A T F L O O R L INE A N D D A D O . 
Finish at the floor line with DuraKle 6 " x bevelled skirt-
ing and at dado with Duratile Top-capping Mou ld secured 
with nickel screws at 18" centres. 
F I X I N G O F L A R G E - S I Z E D SHEETS . 
Where large-sized sheets are used, secure the body of the 
sheet at 18" centres with nickel-plated countersunk round-
headed screws or brads through the score marks—not the 
plain surface of the sheet. 
I M P O R T A N T : W h e r e Duratile is fixed behind baths, 
basins, sinks, draining boards, etc., where moisture is likely 
to be constantly present, seal the bottom edge by setting 
Irta plastic compound such as "Vulcatex." Force the edge 
down Into the compound so that some of the mixture is 
squeezed behind the sheet. 
P A I N T I N G DURATILE. 
The following specification is recommended as providing 
generally the best and most lasting finish on " D U R A T I L E . " 
The surface of the sheeting has already been treated 
with a cement sealer. It Is essential that Ine sheets be 
thoroughly dry before painting Is commenced. 
1. App ly one or two coats of fiat undercoatlng. 
2. Light y rub down and finish with one coat of 
enamel. 
The materials used for the various coatings must be of a 
recognised brand. 
METAL JOINT 
STRIP N* 1,686 
DUBATILK 
COVEK MOULD 
METAL ANGLE 
NM687 
DURATILE 
EXT'AMGLf 
BUTT JOIMT 
\ METAL AMCLK 
N° 1688 
DURATILE 
SKIRTING 
BUTT JOINT DURATILE 
INTERMALAMCLE 
THE ABOVE O R A W I N ® ILLUSTRATES THE SEVERAL METHODS OF F I N I S H I N G AT THE JOINTS OF DURATILE W A L L TILE SHEET ING 
WUNDERLICH DURATILE W A L L TILE SHEETING 
W U H D E R L I C H C O R R U G A T E D D U R A B E S T O S 
ASBESTOS-CEMENT ROOFING AND WALL SIDiNS SHEETS. 
T H E I D E A L R O O F I N G F O R S E A S I D E A N D C O U N T R Y D W E L L I N G S . 
Wunder l i ch Cor ruga+ed Durabestos is composed of Asbestos-F ibre and Portland Cemen t . These components, properly 
mixed and united, result in a corrugated sheet of unique physical properties, pleasing grey-white appearance .and 
permanence. It is strong for the corrugations increase the high strength and rigidity of the sheeting. It is highly resistant 
to fire, is unaffected by salt air and the weather, and under normal conditions will not corrode, rot or rust, or permit 
condensation of moisture. In addition. Co r r u ga ted Durabestos minimises the transmission of noise from rain and hail and 
the heat from the sun. The sheeting is economical in initial cost, fixing does not present difficulties and maintenance costs 
are practically nil. 
Co r ruga ted Durabestos is suitable for roofing all types of buildings, both in the Domest ic and Industrial fields. A n illustra-
tion of a residence roofed with Deep C o r r u g a t e d Durabestos appears on the following page. 
Co r r u ga ted Durabestos is available in two types, v i i . : — 
DEEP CORRUGATED DURABESTOS. 
(5.75" P i t c h — L a r g e Corrugations.) 
S T O C K L E N G T H S : 5", 5 ' 6 " , 6 ', 6 ' 6 " , 7', 7 ' 6 " , 8', 
8 ' 6 " . 9 '. 9 ' 6 " , 10'. 
W I D T H : 3' 5 i " . 
T H I C K N E S S : i " (Nominal). 
D E P T H O F C O R R U G A T I O N : l | " . 
P I T C H O F C O R R U G A T I O N : 5.75". 
C O V E R : 2 " S ide Lap F i x i n g — 3 ' 3^ " . 
7 " Side Lap F i x i n g—2 ' l O f . 
E N D L A P : For Roof ing — M i n i m u m 6 " . 
For W a l l S i d i n g — „ 4 " . 
M A X I M U M P U R L I N S P A C I N G : R o o f i n g — 4 8 " . 
M A X I M U M G I R T S P A C I N G : W a l l i n g — 7 2 " . 
W E I G H T : Bulk Material, approx. 280 lbs. per 100 sq. ft. 
(uncrated), add 1 0 % for crating. 
F I X E D O N R O O F with 2 " side lap and 6 " end lap, 
approx. 316 lbs. per 100 sq. ft. 
W i t h 7 " side lap and 6 " end lap, approx. 360 lbs. per 
100 sq. ft. 
STANDARD CORRUGATED DURABESTOS. 
(3 " P i t ch—Smal l Corrugations.) 
S T O C K L E N G T H S : 5', 5 ' 6 " , 6", 6 ' 6 " . 7', 7 ' 6 " . 8", 
8 ' 6 " , 9', 9 ' 6 " , 10'. 
W I D T H : 2' 7 f ' . 
T H I C K N E S S : (Nominal). 
D E P T H O F C O R R U G A T I O N : I " . 
P I T C H O F C O R R U G A T I O N : 3 " (Nominal). 
C O V E R : 4 Cor rugat ion Side Lap F i x i n g—2 ' 4 f ' . 
E N D L A P : For Roofing — M i n i m u m 6 " . 
For Wa l l S i d i n g — „ 4 " . 
M A X I M U M P U R L I N S P A C I N G : Roofing 36 " . 
M A X I M U M G I R T S P A C I N G : Wal l ing 4 8 " . 
W E I G H T : Bulk Material, approx. 240 lbs. per 100 sq. ft. 
(uncrated), add 1 0 % for crating. 
F I X E D O N R O O F with 6 " end lap and 1 ^ corrugat ion 
side lap, approx. 280 lbs. per 100 sq. ft. 
C U R V E D S H E E T S available to order in both DEEP and S T A N D A R D C O R R U G A T I O N S to any radii. 
DURABESTOS MOULDED ROOFING ACCESSORIES: 
Durabestos (Asbestos-Cement) M o u l d e d Roofing Accessor ies ensure permanence. They are weather, rust and corrosion 
proof, remain unaffected by sea-air, and do not require painting. They comprise R idge and H i p Capp ing s , Barge 
Mould ings , Skylights, Roof Ventilators, Gutters, Downpipes, Louvres, etc., etc. For full particulars send for a copy of our 
illustrated Co r ruga ted Durabestos Roof ing Ca ta logue . 
N O T E : W h e n ordering Durabestos Roof ing Accessor ies it is necessary to mention the pitch of roof, whether Right to 
Left or Left to Right fixing is to be adopted, and in the case of DEEP Co r r u ga ted Roofing, whether 2 " or 7 " S ide Lap 
fixing is to be used. 
W U N D E R L I C H DEEP C O R R U G A T E D DURABESTOS 
dm-.-
A WUNOEKL ICH DEEP CORRUGATED OURABESTOS ROOF TO A RESIDENCE AT CAMP H ILL , BRISBANE. QUEENSLAND. 
Arch l t*c» : BLACK8URNE S S Z E L U 8uild«rt: FISHER i T E S C H . ' 
THIS PHOTOGRAPH OF A COTTAGE BUILT TO DURABESTOS HOME DESIGN No. 209—SHOWN ON PAGE 8 OF THIS BOOKLET—EFFECTIVELY DEMONSTRATES 
THE PRACTICABIL ITY OF W U N D E R L I C H OLIRA8ESTOS HOME DESIGNS AND THE ATTRACTIVE RESULTS THAT WAY BE OBTAINED BY THEIR ADOPTION. 
WUNDERLICH DEEP CORRUGATED DURABESTOS 
WUNDERLICH MANUFACTURES 
INCLUDE 
/ /•• 
ASBESTOS-CEMENT PRODUCTS. 
DURABESTOS FLAT B U I L D I N G SHEETS 
DURABESTOS C O V E R M O U L D S A N D A N S L E S 
DEEP C O R R U S A T E D OURABESTOS SHEETS 
, DURABESTOS R I D S E C A P P I N G , GUTTERS 
O O W N P I P E S , B A R S E MOULDS, S K Y L I G H T S 
R O O F VENTILATORS, ETC. 
DURATILE W A L L TILE S H E E T I N G 
I N S U I A 8 E S T O S D O U B L E - F A C E D I N S U L A T I N G SHEETS 
DURA VENEER I N MAPL8 A N D W A L N U T 
ASBESTOS M I L L B O A R D 
METAL PRODUCTS. 
METAL C E I L I N G S A N D W A L L L I N I N G S 
M6TAL A W N I N G F A S C I A S 
A R C H I T E C T U R A L SHEET M E T A L W O R K 
A R C H I T E C T U R A L C A S T M E T A L W O R K 
(Includina Hedt-Tr»ated Aluminium Alloys} > 
S H O P F R O N T S A N D S H O W C A S E S 
METAL D O O R S A N D D O O R FRAMES 
PRESSED STEEL P A R T I T I O N S 
M A I L C H U T E S A N D LETTER BOXES 
METAL L E H E R S — C A S T , A N D E N A M E L L E D O R BUILT 
METAL N A M E P L A T E S A N D M E M O R I A L S 
W U N D E R G L A Z E — E L E C T R O C O P P E R — G L A Z I N G 
R O O F L I G H T S , L A Y L I G H T S A N D W A L L LAMPS 
VENTILATORS, V E N T I L A T I N G S H E E T I N G 
METAL W I N D O W . H O O D S , S K Y L I G H T S © L A Z I N G BARS 
ETC. 
TERRA.COTTA PRODUCTS. 
R O O F I N G TILES A N D S H I N G L E S 
A R C H I T E C T U R A L T E R R A - C O T T A F A I E N C E 
M A C H I N E - M A D E T E R R A - C O T T A 
E N A M E L L E D F A C E BRtCKS 
> C O L O R T E X BRICKS A N D BRICKETTES 
N S T O N E W A R E PIPES A N D F I H I N G S 
PATERA R O U N D E L S A N D VASES 
ETC. 
C a l l and «>amine r«pr«S8r<tatl>a coHacfions of the fortgomq products 4< 
any of our Showrooms • ^ 
WUNDERLICH LIMITED 
t 
IJV 
S . T. LE IQH 41 C O . P T Y . LTD . , P R I H T S R S , S V O N t V ''' • ' i J 
